
5090

For crystal-clear home cinema dialogue, with weight and 

substance to complement the sky-high detail levels and insight, 

the 5090 centre channel by Q Acoustics is ideal. It’s designed 

to form the heart of a multi-channel audio system, to project 

dialogue ahead of even the most full-on Hollywood action 

movie soundtrack, and to deliver all the subtlety and nuance of 

art-house favourites with equal ease and conviction. Put the 

5090 at the centre of your home cinema system and get the 

complete picture.
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 5050 5090

Bass unit 2 x 150 mm (6.0 in) 2 x 110 mm (4.5 in)

Treble unit 1 x 25 mm (1.0 in) 1 x 25 mm (1.0 in)

Frequency response (-6dB) TBC 57 Hz - 30 kHz

Nominal impedance TBC 6 Ω

Minimum impedance TBC 3.2 Ω

Sensitivity (2.83V @ 1kHz) TBC 90.5 dB/w/m

Recommended amplifier power TBC 25-150 W

Crossover frequency TBC 2.1 kHz

Effective volume 39.7 L 7.8 L

Dimensions HxWxD (per loudspeaker)
Inc spikes and stabiliser: 

1017 x 386 x 336 mm 

(40.0 x 15.2 x 13.2 in)

164 x 430 x 243 mm 

(6.5 x 16.9 x 9.6 in)

Weight (per loudspeaker) TBC 8.5 kg (18.7 lbs)
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